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(64) Entertainment machinal 

(67) A coin-operated entertain ment 
machine such as a froTtmachtnels 
operated by a player to produce a 
displayed combination of symbols. 
When e winning combination Is 
obtained a mechanism (10) is 
operated to give an appropriate pay- 
out although first the player may be 
given the opportunity of changing the 



pay-out by operation of a gamble 
device (16). 

An adjustment mechanism ( 1 8) is 
also provided and this can operate in 
correspondence with the gamble 
.device to change the displayed symbol 
combination to accord with the 
changed pay-out value. 

Hold buttons (14) may be provided 
for holding the displayed symbols 
during a subsequent game. 
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SPECIFICATION 
Entertainment machines 

' This Invention relates to coin or token-operated 
entertainment machines and is particularly 
5 although not exclusively concerned with such 
- machines of the kind known as fruit machines. 
It is known to provide a fruit machine with a 
'gamble* feature whereby, after attaining a win but 
before receiving a pay-out which corresponds to 
1 0 such win. the player has the option of actuating a 
gamble device which operates on a random basis 
and can modify the payout by increasing or 
cancelling same. This feature advantageously 
contributes to the entertainment value of the 
1 5 machine. 

An object of the present invention Is to provide 
en improved gamble device capable of 
contributing yet further to the entertainment value 
of an entertainment machine. 
20 According to the invention therefore there is 
provided a coin or token-operated entertainment 
machine comprising a plurality of main display 
regions, means operable to produce e display of 
one or more symbols at each said region, some 
25 combinations of said displayed symbols being 
winning combinations end others being losing 
combinations, a pay-out mechanism operable to 
give a pay-out following a winning said 
combination, the value of the pay-out being 
30 ' different for different said winning combinations, a 
gamble device operable after production of a 
winning combination to change the value of the 
pay-out. and an adjustment mechanism operable 
in correspondence with the gamble device to 
35 change the displayed symbol combination to 
accord with the changed pay-out value. 

With this arrangement further entertainment 
value can be derived from the fact that the player 
can initiate change of the displayed symbol 
40 combination at the same time as he gambles an 
attained win In the hope of obtaining en increase 
of pay-out value. 

Moreover, yet further entertainment value can 
be derived with the machine of the invention in 
45 the case where player-operable hold controls are 
provided (as is common with fruit machines), 
which controls can be operated at the start of a 
game to hold existing displayed symbols et one or 
more of the said display regions against change 
60 during the course of the ensuing game. That is, at 
the end of one game and following a win a 
player may be able to obtain an increased pay-out 
value by operation of the gamble device and the 
resulting corresponding change in the displayed 
55 symbol combination may carry forward to the next 
game whereby if the hold facility is then made 
available the player mBy be able to hold some or 
all of the displayed symbols and thereby 
guarantee or Increase the likelihood of again 
60 obtaining the Increased pay-out value. ■ 
T he^amble device an d the adjustment 
^| i m 55 become available for operatio n^ 
EEflpJnns or only on some such 
rNir >nHnm QLoxodaAeimined basis. 
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Most preferably the machine of the inventioi 
e fruit machine and the displayed symbols <whi 
may be representation of fruit) are selected at 
random as by the rotation of reels (usually threi 
1 05 four reels) having such symbols marked around 
the periphery thereof, or by the operation of a v 
display simulating such rotation of reels (as 
described in our co-pending British Application 
24720/78), or by the random illumination of 
110 symbols on areas of a display panel, or otherwi. 
The invention will now be described further I 
way of example only and with reference to the 
accompanying drawings. In which :-- 

Fig. 1 is a diagrammatic representation of a 
116 front panel of one form of en entertainment 
machine according to the present invention; an 

Rg. 2 Is a diagram showing operational 
components of the machine. 

The mechlne is a fruit machine having three 
1 20 reels 1 a, 1 o. 1 c. which ere roteteble within a 
housing behind a window 2 m • front panel 3 
thereof. Each reel 1 has pictures of fruit 
(designated A. B. C) et 20 positions around the 
periphery of seme, and rotation of each reel is 
126 initiated end also arrested by* e©4enokJ<letfce 
having a pawl engageabto ir^teeth«round tn 
edge of the reel. Actuatlon.ofthesoienoW4 ■ 
causes the pawi to be withdrawn fibma.w ' . 
engagement with the teeth end to cause the re 



When so available preferably operation thereof 
only effected when initiated by a player-operab 
control such as e press button. 

Most preferably, the machine incorporates a 
gamble indicator which comprises an 
arrangement of indications representative 
respectively of the different pay-out values 
obtainable with the machine and also a lost or i 
pay-out representation, the appropriate such 
indication being Illuminated after operation of t 
gamble device to indicate the new pay-out valu 
obtained. 

The gemble device may be operable, prefera 
in e random manner, to select any of the pey-oi 
values (including a nil pay-out) obtainable with 
machine, or alternatively to select from a 
predetermined limited range of such values. In 
embodiment the gamble device Is operable to. 
select from two pay-out values respectively abt 
and below that originally obtained. With this 
embodiment and where the above mentioned 
gamble indicator to provided, advantageously tl 
arrangement may be such that gyring r"flH ahl " 
of th fjn «^Hio fp»tnm hut before o peration of tf 
oamble <je vjfifl tf>« values above a no 

th« nWftlnp ||y-nhmina<ljtfaiu« M l Uumln a 
with flashing lights (as for example by alternate 
illumination thereof). 

The gamble device may be operable once on 
per game or alternatively successive operation* 
thereof mey be permitted whereby the player c 
try to attain successive increases in the pey-oui 
value. In the latter case the gemble device mey 
ceeee to be operable when the highest pay-out 
value Is reached or following a decrease in the 
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to rotate freely, end deectuetton of the solenoid 
causes the pawl to drop beck Into engagement 
with the teeth to arrest the reel In one of the 20 
stopping positions thereof in which one of the 
6 pictures of fruit on the periphery of seme is U» 
precise registration with the window 2. Each 
stopping position is Identified bV 8 respective 
coded eTiengement of holes In of 
reel end the codes are read by a bank of 

10 p^ot«ensltlve device. 5 which receive Bght from 
.lightsourceorsourcesthrooghtheholes. 

In use. the machine is ectueted by e pleyer by 
insertion of one or more coins or tokens mto e coin 
mechanism 6 and e starter button 7 is pressed to 
oper.» • control unit 8 which causes the three 
reels 1 to be set in rotation for different random 
periods of time. When the reels come to rest the 
stopping positions themof ere Wentmed by the 
photosensitive device. 6 in co"|uncton whh data 
processing circuitry 9 and a win indication is 
produced which may enable e payout mechanism 
1 0 to be actuated by a pay-out button 1 3 In the 
event that the identified stopping positions 
correspond to the dtepley of a predetermined 
winning combination offrult (say three fruit of the 
same kind) through the window - z. 

Coin, or token, paid out .re delivered to the 
player through an outlet 12. _ 
In accordance with conventional practice. 
bene.dT.ach reel there is provided e respective 
ho"fi I button 1 4. At the stert of some games, es 
s^don a random basis. the hold buttons 14 

„!l.JLl»hle for operation and wKen*o 
ooe«»d byllte ptoS «ba or eech pertaining reel 

gemble moTctcr 1 6 with a eB^te b "tton16 

beneath seme. The ^^^Cdm^T 
merked ^icetion. corad^^th. dl«emn^ 

"W aCu«. "° SffSSb a 
46 P "t!«^^ "Ton^wlndic.tOT 1 5. At the 

0< Pre T^™t^Jn or of pre.sing the gemble 
Vindication, i. .alactjd " ™^m(and is 

Nominated with ««»* ^^J^EL 
receives the corresponding new pay-out value 
which will be greater or **™*™££ 
indicated) If he ^^^TaMf^v. 
13. The errengement may oe »""•"'*'' 
end below indications that 
respectively thai Jmmed.a«ly ab^ ond^ hat 
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former case an unsuccessful gamble may still 
result in a pay-out if the original Indication la 
above the lowest actual pay-out value (U. above 
20 in the drawing). The arrangement may be such 
that the player Is only ever allowed one gamble 
per game. Alternatively, the player may be allowed 
successive gambles as long as such gambles are 
successful and until the highest pay-out value has _ 
been reached. 

The gamble button is arranged also to operate a 
reel-position adjustment mechanism 1 8. After 
selection of a new pay-out value with the gamble 
button the mechanism 1 8 initiates adjustment of 
the positions of the reels 1 such that the displayed 
combination of symbols on the winning line 
changes from the original winning combination to 
a new combination corresponding to the new pay- 
out value. Thus, a winning combination iOf three 
like fruit may change to a winning combination of 
three other like fruit where an ectual pay-out of 
greater or less value Is obtained; and a winning 
combination of three like truh may change to a 
losing combinating of three different fruit where 
the player gambles unsuccessfully. 

-Thus, when using the gamble facility the player 
can derive additional entertainment value from the 
corresponding change in the dispjayed aymbote. 
Moreover. It will be appreciated that a new symbol 
combination obtained es « i con^ue^ of use of 
the gamble button may carry forward to the start 
of the next game which may be advan«geou. to 
the pleyer W the hold facility then becomes 
evelleble.That is. in the next B^^EE ?r£ 
be provided with the opportunity of holding some 

or all of the symbol, of a ^"i^^lr^rla.lna 
combination whereby guaranteeing or Increasing 

Adjustment of the positions of the reels may oe 
achieved in any ^itsble man^r.TOs may invoke 
spinning the reels end then "™ 
the seniors 6 detect ocourrence ^£ m '£™ * 
reel positions corresponding tothe required new 
symbol combination. Alteme^^»^ 
knowledge of the sequence the 
reels, the reels may be Indexed though 
^determined numbers of atop^ng posWons. 
P It is of course to be understcodj^attf* 
invention is not Intended to be rested to the 
dXnsof the above embodiment which are 
described by way of example only. 

and rposltlon detection system which wnd. 
to endcounts stopping potions fr °™, 
point, on the reek ijdefine. *£jg*£!£g*m 
sensitive devices which receive iigm wwuw 
in the reels). , _ _ ^ ^els It 

Moreover, a. an alternative 
is possible to use a vdu display 
the rotation of reel, end I thto ca.e thegeni 
Indicator may be displayed on a region ot tno 
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CLAIMS 

1 . A coin or token-ope re ted machine 
comprising a plurality of main display regions, 
means operable to produce a display of one or 
8 more symbols at each said region, some 
combinations of said displayed symbols being 
winning combinations and others being losing 
combinations, a pay-out mechanism operable to 
give a pay-out following a winning said 
1 ° combination, the value of the pay-out being 
different for different said winning combinations 
gamble device operable after production of a 
winning combination to change the value of the 
pay-out. and an adjustment mechanism operable 
In correspondence with the gamble device to 
change the displayed symbol combination to 
accord with the changed pay-out value. 

2. A machine according to claim 1, wherein 
player-operable hold controls ere provided, which 
' controls can be operated at the start of a game to 
hold existing displayed symbols at one or more of 

the said display regions against change during the 
course of the ensuing -game. 

3. A machine according to claim 1 or 2, 

' wherein the gamble device and the adjustment 
mechanism become available for operation only 
on some winning occasions. 

4. A machine according to any one of claims 1 
to 3, wherein said gamble device and adjustment 
mechanism, when available for operation, are 
arranged to operate only when initiated by a 
player-operable control. 

5. A machine according to any one of claims 1 



to 4. including a gamble indicator which 
35 compnses an arrangement of indications 

representative respectively of the different pay-out 
values obtainable with the machine and also a lost 
or nil pay-out representation, the appropriate such 
indication being Illuminated after operation ofihT 
40 eamble device to indicate the new pay-out value 
obtained. 

6. A machine according to any one of claims 1 
to 5. wherein the gamble device is operable to 

8 select from two pay-out values respectively above 
46 and below mat originally obtained. 

7. A machine according to claims 5 and 6. 
wherein the arrangement is such that during' 
availability of the gamble feature but before 
operation of the gamble device the selectable 

60 values above and below the originally-obtained 
value are illuminated with flashing lights. 

. I' ^Tl^ 1 "* accordlr) 0 to any one of claims 1 
to 7 which is a fruit machine.and wherein the 
displayed symbols are selected at random by 
66 rotation of reels having such symbols marked 
around the periphery thereof. 

8. A machine. ecco/ding to any one of claims 1 
to 7. which b a fruit machine and wherein the 
displayed symbols are selected at random by the 
60 operation of a vdu display simulating the rotation 
of reels having such symbols marked around the 
periphery thereof. 

1 0. A machine substantially as hereinbefore 
described with reference to and as Illustrated in 
66 the accompanying drawings. 
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